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2.2 Component Separation Approach
3 Results
3.1 Ground-based Telescope





I Assess whether primordial B-modes on the order of
r ∼ 10−3 are detectable with a ground-based experiment
operating in the low-frequency range (10-120 GHz).
I This experiment could be a natural complement to other
on-going and planned ones (both on-ground or satellite),
which typically survey frequencies larger than the ones here
considered.
I This is a preliminary study in the context of the
European Low Frequency Survey (ELFS) initiative.
I As a first step we have conducted this study for an
experiment located at the Teide Observatory (Northern
Hemisphere), although the long-term purpose is to cover
the full-sky from ground.
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Primordial (r = 1× 10−3)
Primordial (r = 2× 10−3)




Ωb 0.02242 ± 0.00014
Ωc 0.11933 ± 0.00091
100θMC 1.04101 ± 0.00029






ns 0.9665 ± 0.0038



















































I Mimics the frequency
dependence of the major
contaminants: synchrotron
and thermal dust
I 1µK arc min @ 100 GHz
synch contribution = dust
contribution @ 70 GHz




I Full-parametric pixel-based maximum likelihood method.






























































Synchrotron + Dust vs. Synchtrotron + Dust + AME
I Ground-based Telescope + LiteBIRD
Detectability























Model ComparisonModel Co parison























Input (r = 2 · 10−3)
Residuals [10,10,15]
Residuals LiteBIRD+[10,10,15]
rin × 103 model configuration fdel(%) r × 103 σr × 103 (r/σr)
2 SD [10,10,15] 0 2.28 0.68 3.36
2 SD LB + [10,10,15] 0 2.31 0.50 4.63
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LiteBIRD + Ground-Based Telescope
Inprovements on the Foreground EstimationInprovements on the oreground Estimation
Thorne et al., 1608.02841















I CMB B-modes are detectable with an experiment of this
sort for r ∼ 2× 10−3.
I This instrument is a helpful complementary tool for
satellite experiments such as LiteBIRD due to:
Detectability improvement.
Foreground characterization.
I The low-frequency range covered presents several
advantages:
Opens a frequency range with sensitivities never
achieved before.
Synchrotron and AME well-characterized to reduce their
contribution at ∼ 100 GHz.
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